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Fashion Watch Bands 

Fashion Watch Bands

Pure InspirationInspiration 
Projects

    
Make a one-of-a kind watch band to color coordinate with your wardrobe. You’ll find 
ten styles, including a couple for men. The watch bands are made of suede or vinyl, 
lined with the same fabric or fun fabrics. Contrasting colors of suede add unique accents. 
You will find yourself making one for every outfit since they are so quick and easy.
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Fashion Watch Bands 

Tips
* Recycle your old watch and use the watch  
   face and pins, etc.
* Purchase an inexpensive watch and use the 
   watch face and pins, etc.
* Be careful removing the bands from the 
   watch as the pins can easily be lost.
* Test the length of the watch band before
   adding the snaps.  Snap positioning marks
   are set for a suggested size.

Fashion Watch Bands 1, 2 & 3

Finished circumferences – 6” – 7” 

The last color for Watch Bands 1-6 and 9-10 is 
the snap positioning marks. The marks are set at a 
pre-determined size. Skip the last color if you decide 
to alter the position of the snaps.

Supplies 

Suede for Watch Band Face and Lining - two pieces: 2” x 9” 
Suede or Vinyl for Tabs - two pieces: ½” x 3 ¼” 
36mm (1 3∕8” – 1 ½”) watch face and pins 
Heavy weight wash away stabilizer 
40-weight polyester embroidery thread or polyester 

matte thread
Bobbin thread   
80/12 embroidery needle 
Awl or rotating leather hole punch 
Four ¼” rivets and tools  
Three 11mm (3∕8”) metal snaps and tools 
Quick dry glue (Beacon’s 3-in-1)

Embroider Fashion Watch Band 1

Place matching thread in the needle and bobbin.
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Fashion Watch Bands 

Hoop heavy weight wash away stabilizer.  Stitch color 1, 
the placement guide.

Remove the hoop from the machine.  Lightly spray 
the wrong side of the band face and band lining 
with temporary adhesive.  Place the band face right 
side up on the placement guide.  Turn the hoop over 
and place the band lining right side out over the 
placement guide. 

BACK

Put the hoop back on the machine.  Stitch color 2, 
the topstitching.

Stitch color 3, the tab marks.  Stitch color 4, the 
snap marks.

Remove the hoop from the machine and remove 
the project from the hoop.  Use a ruler and rotary 
cutter to trim the excess fabric 1∕8” from the 
topstitching.
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Fashion Watch Bands 

Set the band aside. 

Follow the Assemble Fashion Watch Bands 1, 2 & 3 
Instructions on Page 6.

Embroider Fashion Watch Band 2 

Hoop heavy weight wash away stabilizer.  Stitch color 1, 
the placement guide. 

Remove the hoop from the machine.  Lightly spray 
the wrong side of the band front and band lining 
with temporary adhesive.  Place the band front right 
side up on the placement guide. 

Put the hoop back on the machine.  Stitch color 2, 
the swirls. 

Turn the hoop over and place the band lining right side 
out over the placement guide.

BACK

Put the hoop back on the machine.  Change bobbin thread 
to match top thread. Stitch color 3, the topstitching.
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Fashion Watch Bands 

Stitch color 4, the tab marks.  Stitch color 5, the snap marks.

Remove the hoop from the machine and remove the band 
from the hoop.  Use a ruler and rotary cutter to trim excess 
fabric 1∕8” from the topstitching. Set the band aside. 

 

Follow the Assemble Fashion Watch Bands 1, 2 & 3 
Instructions on Page 6.

Embroider Fashion Watch Band 3

Hoop heavy weight wash away stabilizer.  Stitch color 1, 
the placement guide.

Remove the hoop from the machine. Lightly spray the 
wrong side of the band front with temporary adhesive.  
Place the band front right side up on the placement guide. 

Put the hoop back on the machine.  Stitch color 2, the 
leaves.  Stitch color 3, the swirls.  Stitch color 4, the light 
flower petals.  Stitch color 5, the dark center and outer 
flower petals.  Stitch color 6, the mini flower.  Stitch color 
7, the light rays.  Stitch color 8, the dark rays, outline and 
center.

Lightly spray the wrong side of the band lining with 
temporary adhesive.  Turn the hoop over and place the 
band lining right side out over the placement guide.

BACK
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Fashion Watch Bands 

Put the hoop back on the machine. Change bobbin thread 
to match top thread. Stitch color 9, the topstitching. 

Stitch color 10, the tab marks.  Stitch color 11, the 
snap marks. 

 

Remove the hoop from the machine and remove 
the band from the hoop.  Use a ruler and rotary 
cutter to trim excess fabric 1∕8” from the topstitching.  
Set the band aside.

Assemble Fashion Watch Bands 
1, 2 & 3  

Suede or Vinyl for Tabs - two pieces: ½” x 3 ¼” 
36mm (1 3∕8” – 1 ½”) watch face and pins

Cut one end of both tabs to a 45 degree angle.

Place the straight end of the tab over the top pin of 
the watch face and thread to the back so that about 
¾” of the tab is on the back side.  Place the other 
straight end of the tab over the bottom pin of the 
watch face and thread to the back so that about ¾” 
of the tab is on the back side. Adjust the tabs so 
they are the same length.  Glue in place.

Place the tabs and watch face over the tab marks on 
the upper part of the band.  Attach the upper tab to 
the band with one rivet.  Attach the lower tab to the 
band with three rivets.

Attach two snaps (decorative or smooth cap side) to 
the upper tab, evenly spaced.
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Fashion Watch Bands 

Place the band around the wrist to make sure that two of 
the three marks on the bottom band will fasten to the 
opposite part of the snap.  Remark if necessary.  Attach 
the three snaps (studs) to the band.

Your watch is complete.  Place around wrist and fasten.

Fashion Watch Bands 4, 5 & 6

Finished circumferences – 6 ¼” – 6 ¾”

Supplies

Watch face and pins
28mm-32mm          38mm-44mm
(1” – 1 ¼”)               (1 ½” – 1 ¾”)

1” Finished Size      1 ¾” Finished Size
Suede or Vinyl for Watch Band Face
	       Cut:        1 ½” x 9” 	               2 ½” x 9”
Suede or Fabric for Watch Band Lining
	       Cut:        1 ½” x 9” 	               2 ½” x 9”
Suede or Vinyl for Tabs - two pieces      
	       Cut:        3∕8” x 2” 	               ¾” x 2 ½”
Fusible web if  using fabric for lining
40-weight polyester embroidery thread 
Bobbin thread  
80/12 embroidery needle   
Temporary spray adhesive 
Awl or rotating leather hole punch
Two rivets and tools   ¼” wide 	               3∕8” wide
11mm (3∕8”) metal   2 	               	              2

snaps and tools
Quick dry glue (Beacon’s 3-in-1)

Embroider Fashion Watch Band 4
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Fashion Watch Bands 

Hoop heavy weight wash away stabilizer.  Stitch color 1, 
the placement guide.

Remove the hoop from the machine. Lightly spray 
the wrong side of the band face with temporary 
adhesive.  Place the band face right side up over the 
placement guide.

Put the hoop back on the machine.  Stitch color 2, 
the swirls.

Apply fusible web to the wrong side of the lining fabric. 
Lightly spray the wrong side of the band lining with 
temporary adhesive.  Turn the hoop to the back and 
place band lining right side out over the placement guide.

BACK

Put the hoop back on the machine.  Change bobbin thread 
to match top thread.  Stitch color 3, the topstitching.

Stitch color 4, the tab and upper snap mark.  Stitch 
color 5, the lower snap marks.

Remove the hoop from the machine and remove the 
project from the hoop.  Use a ruler and rotary cutter 
to trim excess fabric 1∕8” from the topstitching.
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Fashion Watch Bands 

Set the band aside.

Follow the Assemble Fashion Watch Bands 4, 5 & 6 
Instructions on Page 11.

Embroider Fashion Watch Band 5

Hoop heavy weight wash away stabilizer.  Stitch color 1, 
the placement guide.

Remove the hoop from the machine.  Lightly spray the 
wrong side of the band face with temporary adhesive.  
Place the band face right side up over the placement guide.

Put the hoop back on the machine.  Stitch color 2, 
the vine.  Stitch color 3, the branches.  Stitch color 4, 
the small leaves and accents for large leaves.  Stitch 
color 5, the small leaves, large leaves and leaf details.

Apply fusible web to the wrong side of lining fabric. 
Lightly spray the wrong side of the band lining with 
temporary adhesive.  Turn the hoop to the back and 
place the band lining right side out over the placement 
guide.

BACK

Put the hoop back on the machine.  Change bobbin 
thread to match top thread.  Stitch color 6, the 
topstitching.

Stitch color 7, the tab and upper snap mark.  Stitch 
color 8, the lower snap marks.
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Fashion Watch Bands 

Remove the hoop from the machine and remove the 
project from the hoop.  Use a ruler and rotary cutter 
to trim excess fabric 1∕8” from the topstitching.  Set the 
band aside.

Follow the Assemble Fashion Watch Bands 4, 5 & 6 
Instructions on Page 11.

Embroider Fashion Watch Band 6

Hoop heavy weight wash away stabilizer.  Stitch color 1, 
the placement guide.

Remove the hoop from the machine.  Lightly spray the 
wrong side of the band face with temporary adhesive.  
Place the band face right side up over the placement guide.

Put the hoop back on the machine.  Stitch color 2, the 
seaweed.  Stitch color 3 the starfish and shells.  Stitch color 
4, the large and small shell and starfish.  Stitch color 5, 
the highlights for large and small shell and starfish.  Stitch 
color 6, the details of shells and starfish.  Stitch color 7, the 
conch shells.  Stitch color 8, the dots, swirls, highlights and 
small starfish.  Stitch color 9, the outlines and swirls.

 

Apply fusible web to the wrong side of lining fabric. Lightly 
spray the wrong side of the band lining with temporary 
adhesive. Turn the hoop to the back and place the band 
lining right side out over the placement guide.

BACK



11

Fashion Watch Bands 

Put the hoop back on the machine.  Change the bobbin 
thread to match top thread.  Stitch color 10, the topstitching.

Stitch color 11, the tab and upper snap mark.  
Stitch color 12, the lower snap marks.

Remove the hoop from the machine and remove the 
project from the hoop.  Use a ruler and rotary cutter 
to trim excess fabric 1∕8” from the topstitching.  Set the 
band aside.

Assemble Fashion Watch Bands 
4, 5 & 6
Suede or                  3∕8” x 2”                  ¾” x 2 ½”

Vinyl for Tabs - 2 pieces
Watch face and pins  28mm-32mm         38mm-44mm

 (1” – 1 ¼”)             (1 ½” – 1 ¾”)

Cut the ends of both tabs to a point using the appropriate 
size pattern.

                

Pattern 1

Pattern 2

Pattern 3

           
Place one end of the tab over the top pin of the watch 
face and match the points.  Place the other end of the 
tab over the bottom pin of the watch face and match 
the points.  Glue in place.
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Fashion Watch Bands 

Place the tabs and watch face over the tab marks in 
the middle of the band.  Attach the tabs to the band 
with rivets.

Attach one snap (decorative or smooth cap side) to 
the upper band.

Place the band around the wrist to make sure that one 
of the two marks on the bottom band will fasten to 
the opposite part of the snap.  Remark if necessary.  
Attach two snaps (studs) to the band.

Your watch is complete.  Place around wrist and fasten.

Fashion Watch Bands 7 & 8

Finished circumferences – 6 ¾” – 7 ¾” 

Supplies
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Fashion Watch Bands 

Suede or vinyl for Watch Band Right and Left Face
– two pieces:  1 ¼” x 6”

Suede, vinyl or fabric for Watch Band Right and Left 
Lining – two pieces:  1 ¼” x 6”

48mm - 52mm (2” - 2 1∕8”) watch face and pins  
Buckle and watch band loop
Fusible web if  using fabric for the lining 
40-weight polyester embroidery thread  
Bobbin thread   
80/12 embroidery needle   
Temporary spray adhesive 
Awl or rotating leather hole punch  
Quick dry glue (Beacon’s 3-in-1)

If you are making a watch band for a narrow wrist, 
included is a single eyelet design file for you to add 
and position where you need it on watch bands 7 and 8.

Embroider Fashion Watch Band 7

Hoop heavy weight wash away stabilizer.  Stitch 
color 1, the placement guide.

 

Remove the hoop from the machine.  Lightly spray 
the wrong side of the band right and left face pieces 
with temporary adhesive. Place the pieces right side up 
over the placement guide.

Put the hoop back on the machine.  Stitch color 2, the 
eyelets.  Stitch color 3, the swirls.

Apply fusible web to the wrong side of the lining fabric. 
Lightly spray the wrong side of the band right and 
left lining pieces with temporary adhesive. Turn the 
hoop to the back and place the lining pieces right 
side out over the placement guide.

BACK
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Fashion Watch Bands 

Put the hoop back on the machine.  Change the bobbin 
thread to match top thread.  Stitch color 4, the topstitching.

Remove the hoop from the machine and remove the project 
from the hoop.  Use scissors and cut 1∕16” from topstitch 
along long sides of both pieces and round end of lower 
band.  Set aside the upper and lower band pieces.

Follow the Assemble Fashion Watch Bands 7 & 8 
Instructions on page 15.

Embroider Fashion Watch Band 8

Hoop heavy weight wash away stabilizer.  Stitch color 1, 
the placement guide.

Remove the hoop from the machine.  Lightly spray the 
wrong side of the band right and left band face pieces 
with temporary adhesive.  Place the pieces right side up 
over the placement guide.

Put the hoop back on the machine.  Stitch color 2, the 
eyelets, small flowers and details.  Stitch color 3, the flower 
details.  Stitch color 4, the flower outlines.  Stitch color 5, 
the tiny flowers and insides.  Stitch color 6, the flower 
outlines.  Stitch color 7, the flower insides and outline.  
Stitch color 8, the leaves and swirls.  Stitch color 9, the leaves.
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Fashion Watch Bands 

Lightly spray temporary adhesive on the wrong side 
of the right and left band lining pieces. Turn the hoop 
over and place the lining pieces right side out over the 
placement guide.

BACK

Put the hoop back on the machine. Change the bobbin 
thread to match top thread. Stitch color 10, the topstitching.

Remove the hoop from the machine and remove the 
project from the hoop.  Use scissors and cut 1∕16” from 
topstitch along long sides of both pieces and round end of 
lower band.  Set aside the upper and lower band pieces.

Assemble Fashion Watch Bands 7 & 8
Use an awl or hole punch to punch holes in the 
center of the stitched eyelets.

Pull back the band face on the left band (the band 
without the curved and finished end) and trim away 
the excess wash away stabilizer and lining at the 
end of the placement line on either end, leaving the 
band face intact.  Repeat on the straight end of the 
right band.

Bring the wider end of the upper band over and under 
the pin at the top of the watch face.  On the other end, 
add a watch band loop * and buckle.  Make a hole for 
the buckle pin.  Trim away ¼”- 3∕8” of the band lining 
and stabilizer so the band face is longer on both ends.

Loop

Buckle
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Fashion Watch Bands 

On one end, fold the upper band face end to the lining 
and glue in place.  Repeat for the remaining end. 

Bring the right band over and under the pin at the 
bottom of the watch face.  Trim away ¼” – 3∕8” of the 
band lining and stabilizer.

Fold the band face end to the lining and glue in place.

Your watch is complete.

*The loop is the small piece of looped fabric that 
holds the strap end in place. Use one from an old 
watch or make your own. Cut a strip of matching 
vinyl ¼" x 2 3∕8". Loop the strip, overlapping the short 
ends and glue together. 

Men’s Fashion Watch Bands 9 & 10

Finished circumferences – 6 ¼” – 7 ½”

Supplies

 
Suede for Watch Band Face and Lining - two pieces:  

2 ½” x 10”
Suede or Vinyl for Tabs - two pieces:  ¾” x 2”
40mm - 44mm (1 ½” – 1 ¾”) watch face and pins 
Heavy weight wash away stabilizer
40-weight polyester embroidery thread or polyester 

matte thread
NOTE:  Use the same thread in the bobbin

80/12 embroidery needle   
Temporary spray adhesive 
Awl or rotating leather hole punch 
Two 3∕8” rivets and tools 
Three 11mm or 12mm (3∕8”) metal snaps and tools 
Quick dry glue (Beacon’s 3-in-1)
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Fashion Watch Bands 

Embroider Fashion Watch Bands 9 & 10

Place matching thread in the needle and bobbin. 
Hoop heavy weight wash away stabilizer.  Stitch color 1, 
the placement guide.

Remove the hoop from the machine.  Lightly spray 
the wrong sides of the band face and band lining with 
temporary adhesive. Place the band face right side up 
over the placement guide.

Turn the hoop over and place the band lining right 
side out over the placement guide.

BACK

Put the hoop back on the machine.  Stitch color 2, the 
topstitching.

For Fashion Watch Band #9:  Stitch color 3, the tab 
and upper snap mark.  Stitch color 4, the lower snap 
marks.
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Fashion Watch Bands 

For Fashion Watch Band #10:  Stitch color 3, the 
decorative stitching.  Stitch color 4, the tab and upper 
snap mark.  Stitch color 5, the lower snap marks.

Remove the hoop from the machine and remove the 
project from the hoop.  Use a ruler and rotary cutter 
to trim excess fabric 1∕8” from the topstitching.  Set the 
band aside.

Assemble Fashion Watch Bands 9 & 10
Suede or Vinyl for Tabs - two pieces:  ¾” x 2”
40mm - 44mm (1 ½” – 1 ¾”) watch face and pins

Use scissors and pattern to round both ends of both tabs.

Pattern 1

Pattern 2

Pattern 3

Place one end of a tab over the top pin of the watch 
face and to the back.  Match the rounded edges and 
glue in place.  Repeat with the remaining tab on the 
bottom pin of the watch face.

Place the tabs and watch face over the tab marks in 
the middle of the band.  Attach the tabs to the band 
with rivets.

Attach one snap (decorative or smooth cap side) to 
the upper band.
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Fashion Watch Bands 

Place the band around the wrist to make sure that one 
of the three marks on the bottom band will fasten to 
the opposite part of the snap.  Remark if necessary.  
Attach three snaps (studs) to the band.

Your watch is complete.  Place around wrist and fasten.


